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Gegcnstand dcr Erfindung ist eine Blumen 
topfhulle mit einem kcgelsturapfformigen 
Mantel aus biegsarpem, wasscrabweiscndem 

Material. - 

5 Es sind schon dcrartige Hitllcn aus Bleeh 
vorgeschlagen worden 9 welche jedoch cine 
Trennstelle besaOen und, da tie aufier- 
detn keinen Boden batten, das atu dem Blu- 
men top f beim BcgicOen austretende fiber- 
!• schussigc Wasser nieht batten konnten. 
Wetterhin schon vorgeschlagenc Blumen topf- 
bullett mit einem Mantel aus Papier und etner 
auflcrcn Schmuckbcklcidung aus wasserdich- 
tern Faserstoff besaflen xwar cinen Bo- 
ts dcn.~we!chcr jedoch nur mit Klammern ein- 
gcsetzt war; da der Papicrmantet ebenfalls 
eine Trennstelle bcsaB, warcn diese HuIIen 
ebenfalls nicht wasserdicht. hatten abcr den 
Fehier. nicht ausdehnungsfahig zu sein, so 
so dafi dieselben nur fur eine BlumentopfgriSBe 
vcrwcndet werden konnten. 

Diese Mangel werden nun bet der Blumen- 
topfhulle gemafl der Erfindung dadorch be- 
seitigt. daS der im Zickxack gefaltete Mantel 
t5 aus einem Stuck mit dem Boden besteht so 
daB ein geschlossener Behilter gebildet wtrd: 
durch die Fatten lauft esne zu rerknupfende 
Kordel. 

Dank der Ausbildung der Hulle kann die- 
jt selbe in wetten Grensen Blumentopfcn von 
verschiedenem Durchmesser rasch und ein- 
fach angepaBt werden, wobd sie trotzdem 
reichltch Luff zum Blumentopf seitlich zu- 



tretcn taflt: das UbcrschuBwasser kann sich 
m der Hulle ansammeln. ohne dicselhe zu be- js 
schadigen oder herauszulaufcn. Glefchzeitiir 

der Hulle. welche in bekannter Weise au* 

Freflspan. Olpapier o. djgl/ hergestellt wirtL 
Em Atufuhrungsbeispicl des Erfindunjrs- 
gegenstandes ist in der Zeiehnung dareestcllt 
und zwar zeigt dieselbe eine Blumen t^fhfiilc 
in Anstcnt* 

topfhulle bildet emcn kcReUmmpffonnigca. 
unten durch etna i Boden i^lossenen Be- 
hilter i x. B. aus Celluloid, in welchen fincH 

ntndurch, durch deren Lockern oder Zu- 
sammen««hen der Behilter Redehnt oder ver- 
SELES.!"' d i Cae ™f Ue clem beren 
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Patcntahspbucb : 

Blumentopfhulle mit einem kegelstumpf- 
formtfen Mantel aus biegsamem. waaser- 

u^T' d * 8 der h l Zi «*««k vorgefaltetc 
i£fS Stuck mit dem Boden 

besteht. so daO em geschlossener Behilter 
gebUdet wtrd. wobei durch die Faltung 
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Willy Guhl in Zurich 
Fl werpot wrapper. 

Patented in the German Empire from July 2, 1929 forward. 

The object of the invention is a flowerpot wrapper with a truncated-cone-shaped covering 
made of a flexible, water-repellent material. 

Such wrappers made of sheet metal, but which had a separation point, have already been 
proposed; and since they also had no bottom, the excess water coming out of the 
flowerpot during watering could not be retained. Moreover, already proposed flowerpot 
wrappers with a covering made of paper and an outer decorative jacket made of 
waterproof fibrous material, in fact, had a bottom, which was, however, attached only 
with staples; since the paper covering likewise had a separation point, these wrappers 
were likewise not watertight, and had the flaw of not being expandable such that they 
could only be used for one flowerpot size. 

These drawbacks are now eliminated with the flowerpot wrapper according to the 
invention in that it consists of a covering folded in a zigzag made in one piece with the 
bottom such that a closed container is formed; a tying cord runs through the folds. 

Thanks to the design of the wrapper, it can be quickly and simply adapted within broad 
limits to flowerpots of different diameters, whereby it nevertheless permits ample air to 
reach the sides of the flowerpot; the excess water can collect in the wrapper without 
damaging it or running out. At the same time, the folding increases the strength of the 
wrapper which is produced in known fashion from celluloid, eel Ion [a synthetic material 
similar to cellophane], rubber, impregnated laminated fiber sheets, oil paper, or the like. 

An exemplary embodiment of the invention is depicted in the drawing, which shows a 
flowerpot wrapper in elevation. 
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The flowerpot wrapper depicted in the drawing forms a truncated-cone-shaped container 
1 closed on the bottom by a base, made, for example, of celluloid, into which zigzag 
pleating is pressed all the way around. A cord 2, by means of whose loosening or 
tightening the container can be expanded or narrowed and thus adapted precisely to the 
upper diameter of the flowerpot, passes through all the folds. 

CLAIM: 

Flowerpot wrapper with a truncated-cone-shaped covering made of a flexible water- 
repellent material, characterized in that the covering prefolded in a zigzag is one piece 
with the bottom, such that a closed container is formed, whereby a lose tying cord runs 
through the pleating of the cover. 

One page of drawings follows. 



3 



